




Construction Details Construction Details

Double-offset butterfly valve Double-offset butterfly valve

Stem (blowout proof): stainless steel stem with high strength,

and good corrosion resistance. Designed per ISO 5211 standard.

Stem Packing: Graphite provides positive sealing for fire-safe.

Seat Retainer: Reliable multi-bolt retainer holdsand supports the seat. 

Standard valves are suitable for bi-directional dead-end service at 

the full pressuretemperature rating of the valve.

Body: Robust one-piece casting in WCB carbon steel or CF8M stainless 

steel.Available in wafer & lug style.

Fire-proof seat: Bi-directional seal soft seat for non-leakage.

Bearing: Full length provides maximum stem support.

Thrust Ring: Centers the disc. Ensures tight shutoffand long service life. 

Stem (blowout proof): stainless steel stem with high strength,

and good corrosion resistance. Designed per ISO 5211 standard.

Stem Packing:V-ring PTFE provides positive sealing.

Seat Retainer: Reliable multi-bolt retainer holdsand supports the seat. 

Standard valves are suitable for bi-directional dead-end service at 

the full pressuretemperature rating of the valve.

Body: Robust one-piece casting in WCB carbon steel or CF8M stainless 

steel.Available in wafer & lug style.

Bearing: Full length provides maximum stem support.

Thrust Ring: Centers the disc. Ensures tight shutoffand long service life. 
















