GEKO

CONTROL-VALVES

GKV-237L

FULL PORT THREE-PIECE FLANGE END BALL VALVE

BLOW-OUT PROOF STEM
WORKING PRESSURE(CWP) :PN16 bar/PN40 bar
TEMPERATURE RANGE: -20 to 180°C

LOCKING DEVICE

END FLANGE DIMENSION:
DIN 2543 PN16/DIN 2545 PN40O(EN 1092-1 RF)
FACE TO FACE:EN 558-1/F1

NO. PART NAME MATERIAL
BODY 1.4408 / EN1503
4 BALL CF8M / EN1503
5 STEM SS316
9 END CAP 1.4408 / EN1503
12 SEAT PTFE.
13 THRUST WASHER PTFE.
14 STEM PACKING PTFE.
16 GLAND NUT $S304
19 HANDLE $5304
i 21 HANDLE COVER PLASTIC
J 23 HANDLE WASHER $5304
G 24 HANDLE NUT $5304
28 LOCKING DEVICE 55304 (OPTION)
35 BODY BOLT $5304
36 BOLT WASHER $5304
37 BOLT NUT $5304
PN/16 DIMENSIONS unit:mm
SIZE PORT L E H G []] o1 T F Mx@N C L1
DN15 1/2" 15.0 130.0 122.9 88.0 95.0 65.0 450 16.0 2.0 4x214.0 5.0 22.5
DN20 3/4" 20.0 150.0 1229 91.0 105.0 75.0 58.0 18.0 2.0 4x14.0 5.0 27.5
DN25 1" 25.0 160.0 1449 1040 |115.0 85.0 68.0 18.0 2.0 4x014.0 8.0 34.0
DN32 1-1/4" 32.0 180.0 1449 1080 |1400 |100.0 78.0 18.0 2.0 4x018.0 8.0 425
DN40 1-1/2" 38.0 200.0 1889 [121.0 [150.0 |110.0 88.0 18.0 3.0 4x218.0 10.0 52.0
DN50 2" 50.0 230.0 1889 [1290 |1650 |1250 |102.0 20.0 3.0 4x218.0 10.0 63.5
DN65 2-1/2" 65.0 290.0 2553 |1520 |185.0 |1450 |1220 220 3.0 8x18.0 10.0 85.5
DN80 3" 80.0 3100 2608 |160.0 |2000 |1600 |138.0 24.0 3.0 8x018.0 12.0 102.0
DN100 4" 1000  |350.0 3222|1740 |2350 1900 |162.0 24.0 3.0 8x022.0 16.0 1285
PN/40 DIMENSIONS unitmm
SIZE PORT L E H 0G Q) o1 T F Mx@N C L1
DN15 1/2" 15.0 1300  [1229 88.0 95.0 65.0 450 16.0 2.0 4x214.0 5.0 22.5
DN20 3/4" 20.0 1500 [122.9 91.0 105.0 75.0 58.0 18.0 2.0 4x014.0 5.0 27.5
DN25 1" 25.0 1600 [1449 |1040 |1150 85.0 68.0 18.0 2.0 4x014.0 8.0 34.0
DN32 1-1/4" 32.0 180.0 [1449 1080 |1400 |100.0 78.0 18.0 2.0 4x018.0 8.0 425
DN40 1-1/2" 38.0 2000 [1889 |121.0 [1500 |110.0 88.0 18.0 3.0 4x218.0 10.0 52.0
DN50 2" 50.0 2300 [1889 |1290 |1650 1250 |102.0 20.0 3.0 4x218.0 10.0 63.5
DN65 2-1/2" 65.0 2900 [2553 |1520 |1850 1450 |122.0 220 3.0 8x18.0 10.0 85.5
DN80 3 80.0 3100 |260.8 |1600 |2000 |1600 |138.0 24.0 3.0 8x018.0 12.0 102.0
DN100 4" 1000 [3500 [3222 |1740 |2350 [190.0 |162.0 24.0 3.0 8x022.0 16.0 1285
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BLOW-OUT PROOF STEM

ISO 5211 DIRECT MOUNTING PAD

GEKO

CONTROL-VALVES

GKV-143

3-WAY [L-PORT&T-PORTIBALL VALVE SCREWED END

WORKING PRESSURE(CWP) :DN8~DN50 1000psi PN63 bar
TEMPERATURE RANGE: -20 to 180°C
LOCKING DEVICE
THERE ARE FOUR SEATS
L-PORTOR T-PORT AVAILABLE 360°POTARY HANDLE
PIPE THREAD IN ACCORDANCE
ANSIB1.20.1(NPT)
DIN 259/DIN 2999

1SO 228
BSPT(PT)
BSP(PF)
MATERIALS LIST
NO. PART NAME MATERIAL
1 BODY ASTM A351 Gr.CF8M
4 BALL ASTM A351 Gr.CF8M
e 5 STEM SS316
F 2 9 CAP ASTM A351 Gr.CF8M
< 11 BODY SEAL PTFE.
oz 12 SEAT RTFE.
oK P 13 THRUST WASHER RTFE.
\ 14 STEM PACKING RTFE.
17 N (}M \_/ 15 GLAND BUSH $S304
J = 19 HANDLE 55304
- 21 HANDLE COVER PLASTIC
oK1 22 STEM NUT $5304
23 HANDLE WASHER SS304
24 HANDLE NUT SS304
28 LOCKING PAD $S304
29 BELLEVEILLE WASHER $5304-CSP
f‘; 30 STOP WASHER 55304
%5 31 O-RING VITON
29 5 T 32 PACKING FOLLOWER PTFE.+25%GF
5 31 33 STOP PIN $S304
14 <«
13 T
" F Flow Patterns for L-Port
i — | 'g 1'\5{':'_':!2 1@2 f@z ‘E&T‘sz
12 o 3 3 3 3
9 (—
— = — g Flow Patterns for T-Port
~ L2 p— T
L 1%4'2 1%2 15‘}2
3 : ‘ 3 : . 3
DIMENSIONS unit:mm
SIZE PORT L L5 E H H1 H4 C Y oK oK1 z 71
DN8 | 1/4" 11.0 75.7 373 112.0 77.5 9.0 38.2 9.0 12.0 420 | F-04 6.0
DN10 | 3/8" 11.0 75.7 37.3 112.0 77.5 9.0 38.2 9.0 12.0 420 | F-04 6.0
DN15 | 1/2" 12.7 75.7 37.3 112.0 77.5 9.0 38.2 9.0 12.0 420 | F-04 6.0
DN20 | 3/4" 16.0 866 | 447 | 1120 82.0 9.0 452 9.0 12.0 420 | F-04 6.0
DN25 1" 200 | 1024 514 | 1365 93.7 110 | 565 11.0 15.8 500 | F-05 7.1
DN32 |1-1/4" | 250 | 1182 57.7 1880 | 1011 | 110 | 619 11.0 15.8 50.0 | F-05 7.1
DN40 |1-1/2" | 320 | 1258 | 62.7 1975 | 1203 143 | 783 14.0 20.8 700 | F-07 |500 |F-05 9.2 7.1
DN50 2" 381 | 1490 | 746 | 1975 | 1299 140 | 874 14.0 20.8 700 | F-07 |500 |F-05 9.2 7.1
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